. 
* | BOSTITCH 


FASTENING CENTER 


TOOL AND FASTENER 
SPEC SHEET 


PNEUMATIC STAPLERS AND NAILERS 


Application 


FRAMING 
DECKING 
SHEATHING 
SIDING 
NAILERS 


FRAMING 
NAILERS 


LIGHT 
FRAMING 
NAILERS 


SHEATHING 
DECKING 
SIDING 
STAPLER 


e SHEATHING 
SIDING 

TRIM 

NAILERS 
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Tool Ton] Descrintion Recommended Fasteners 
Model P (see pages 5, 6 & 7 for complete listing) 
N80C-1 Utility coil nailer with contact trip. Drives 4d to 
12d nails (1-1/2”’ to 3-1/4’’). 
N80C-2 Same as above, with sequential trip. AC4D099  AC12D AC7D099GAL 
bis 7 AC5D099 AC5DRO99BCPGAL AC8DO099GAL 
ie suomi ain aomseana AC6D099 ACG6DRO99BCPGAL AC10DGAL 
N100C-1 Heavy duty coil nailer with contact trip. Drives ADCS RETO RMIBEPORL: AUTEHOM 
4d to 20d nails (1-1/2” to 4”). AC8D AC8DRO99BCPGAL AC4DSTIF 
: AC10D AC6DO099GAL AC7DSTIF 
N100C-2 Same as above, with sequential trip. AC16D AC20D AC20DS 
Capacity: 225 - 300 nails. 
N16 Stick nailer with sequential trip. 
N16CT Stick nailer with contact trip. 
Both models drive 6d to 16d nails (2” to 3-1/2’’) 
Capacity: 75 - 105 nails 
N80S-1 Utility stick nailer for framing, decking, nat mnt ene 
sheathing, etc. Drives 6d to 16d (2” to 3-1/2’’) 
nails Contact tr ia S10 pata 
fom a S12D S12DH S8DSS 
N80S-2 Same as above, with sequential trip. S16D131 SG6DB105GAL S10DSS 
Capacity: 75 nails S6DH S8DGAL S$12DSS 
S7DH S10DGAL S16DSS 
N100S-1 Heavy duty stick nailer with contact trip. Drives S20D131 S$20D131GAL 


6d to 20d nails (2’’ to 4’’). 
Same as above, with sequential trip. 
Capacity: 75 nails 


N100S-2 


N70SB-1 Light framing, trim and siding stick nailer with 
contact trip. 

Same as above, with sequential trip. 

Drives 6d to 10d (2”’ to 3’’) stick nails, .099 
through .120 dia. 


Capacity: 75 nails 


N70SB-2 


Same as above, through 10D 


T36-50 Staplers with contact trip. Drives 16-gauge, 1/2” BCS1103 BCS1107 BCS1111 
crown staples (3/4’’ to 2’’). BCS1104 BCS1108 BCS1112 
Capacity: 150 staples BCS1105 BCS1108 

BCS1106 BCS1110 
Versitile light weight coil nailer with contact trip. 
Drives 2d to 7d nails (1”’ to 2-3/16’’). 
Same as above, with sequential trip 
Capacity: 300 - 350 nails AC3D080BDP AC4D080BDP 
AC5D080BDP AC4DRO80BDP 
Versatile light weight (4.8 Ibs.) coil nailer with ACSDRO80BDP ACS5DS080BDP 
contact trip. Drives 2d to 6d nails (1” to 2”). AC6DSO90BDP AC6DO90BDPGAL 
Same as above, with sequential trip. 
Capacity: 300 - 350 nails 


NOTE: Bostitch tools have been engineered to provide excellent customer satisfaction and are designed to achieve maximum 


performance when used with precision Bostitch fasteners engineered to the same exacting standards. Stanley-Bostitch cannot 
assume responsibility for product performance if our tools are used with fasteners or accessories not meeting the specific 
requirements established for genuine Bostitch nails, staples and accessories. 
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N12B-40 


T40 


=a 
Ve 


N12B-1 Mill 812-CNCT 


PNEUMATIC STAPLERS AND NAILERS 


ao Tool 


INSULATION | “128-40 
SHEATHING 

BOARD 

NAILER 


N12B-1 
ROOFING 
NAILERS 
N12B-1ST 
T40S2-CT 
ROOFING 
STAPLER 


WOOD/METAL | Mill 812- 
STUDS TO | CNCT 


Tool Description 


Coil-fed nailer with exclusive Dial-A-Depth™ 
fastener control for precise nail penetration. 
Drives STANDARD full size, galvanized roofing 
nails up to 1-3/4’’. 


Capacity: 300 - 350 nails 


Coil-fed nailer with contact trip. Drives STAN- 
DARD full-size, galvanized roofing nails from 
7/8”’ to 1-3/4” for all new roofing & re-roofing 
applications. 


Same as above, with sequential trip. 


Capacity: 120 roofing nails 


Stapler with contact trip, quick-open nose and 
shingle stop. 


Drives 16-gauge, 1’’ crown staples up to 1-1/2” 
long. 


Capacity: 150 staples 


Stick-fed nailer. Drives high carbon (stiff stock) 
and extra hard (heat treated) Tee Nails 9/16” 


CONCRETE to 2-1/4”. 
T NAILER Capacity: 100 nails 

N60FN-2 Drives 15-gauge finish nails, 1-1/4’ - 2-1/2” 
with sequential trip and exclusive Dial-A-Depth™ 
fastener control for precise nail penetration. 

N60FN-3 Same as above, except trigger actuated. 
Available on special order. 
Capacity: 100 nails 

FINISH 


NAILERS | N50FN-2 Drives 16-gauge finish nails, 1” - 2” with 
sequential trip and exclusive Dial-A-Depth™ 


fastener control for precise nail penetration. 


Same as above, except trigger actuated. 
Available on special order. 


N50FN-3 


Capacity: 100 nails 


Recommended Fasteners 
(see pages 5, 6 & 7 for complete listing) 


CR3DGAL 


CR2DCGAL 
CR2DGAL 


BCS1097 
BCS1098 


BT461XH 
BT471XH 
BT483XH 
BT488XH 


FN1520 
FN1524 
FN1528 


FN1616 
FN1620 
FN1624 


CR4DGAL 


CR3DGAL 
CR4DGAL 


BCS1099 
BCS1101 


BT490XH 
BT493XH 
BT424H 
BT481H 


CR5DGAL 


CRSDGAL : 


BCS1102 


BT495H 


BT499H eS 
BT484GHX 


BT496GXH 


FN1532 © 
FN1536 


FN1540 


FN1628 
FN1632 
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T31-1 131-2SBNK T35-15 


KN85PP-1 


PNEUMATIC STAPLERS AND NAILERS 


Awnlicatt Tool Tool D ‘oti Recommended Fasteners 
pRucenon Model ou Senne (see pages 5, 6 & 7 for complete listing) 
T29-30 
BRAD 
TACKERS | 73}. 
©e T35-15 
FINISH 
STAPLERS 
T28-5 


INSULATION 
STAPLERS 


& T31-2SBNK 


Professional model stick-fed Brad Tacker. 
Drives 19-gauge brads 5/8”’ to 1-3/16”’. 


Capacity: 100 brads BT1300B BT1303B 


Light-duty Brad Tacker. Drives same BT1309B BT1314B 
fasteners as T29-30, 1’’ maximum. 


Capacity: 100 brads 


Stick-fed stapler. Drives 5/32”’ crown 
staples up to 1-3/16”’ long. Ideal for 


hardwood applications. SX5035 3/4G 


SX5035 7/8G 


Capacity: 200 staples SX5035 1G 

. SX5035 1-1/8G 
Stick-fed stapler. Drives 5/32”’ crown SX5035 1-3/16G 
staples up to 1-3/16”’ long. SX5035 1-3/16G 


Capacity: 100 staples 


Professional model stick-fed Stapler. 
Drives 1/2’’ crown staples up to 9/16” 


One SBNK4023 1/4-10M SBNK4023 1/2-10M 
Capacity: 110 staples SBNK4023 5/16-10M | SBNK4023 9/16-10M 
SBNK4023 3/8-10M SBNK4023 7/8-10M 
Light-duty, stick-fed Stapler. Drives 1/2”’ 


crown staples up to 7/8” long. 


Same as above, with contact trip. 


T31-2CTSBNK 


Capacity: 110 staples. 


Stick-fed flooring stapler. Drives 15-1/2 ga. 


staples in lengths from 1-1/2” to 2’’. 


Capacity: 125 staples BCS1512 BCS1516 


FLOOR 

e STAPLER 
TIMBER KN85PP-1 

NAILER 

SCREW-NAILER 

FOR STEEL 

FRAMING 


Heavy-duty stick nailer with sequential eeas0g RUSTIGH SGZSE0R Sa4Re008 
hdiatAtaiiltliainalciaitaiMcacdian $34-100B $42-120B S32S-100B S34R-115B 
Capacity: 50 nails S38-100B S38-130B S34S-115B 


Automated screw-nailer for fastening into LP7026 LP7032 
steel framing up to 1/8” thick. Sequential LP7035 LP7038 
trip. 100 screws per coil. Screws 1” to LPF7038 BHF7034 
1-1/2” long. BHF7037 
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STAPLES AND NAILS FOR PNEUMATIC TOOLS 


For 
Use in 


Nsoc 
(4d - 12d) 


AC4D099 

AC5D099 

AC6D099 

AC7D099 

AC8D099 
AC4D113BDP 

AC8D 

AC8DB 

AC10D 

AC10DB 

AC12D 

AC16D 

AC20D 
AC6DO99GAL * * 
AC7D099GAL** 
AC8DO99GAL * * 
AC10DGAL** 
AC12DGAL** 
AC5DRO99BCPGAL ** 
AC6DRO99BCPGAL ** 
AC7DRO99BCPGAL ** 
AC8DRO99BCPGAL ** 
AC10DSGAL** 
AC12DSGAL** 
AC10DR 

AC12DS 

AC20DS 

AC6DH 

AC7DH 

AC8DH 

ACSDH 

AC10DH 

AC12DH 

AC4DSTIF 

AC7DSTIF 

AC10D148 
AC8D2-1/16CLP 
FC16D 

FC20D 

FC20DS 


AC2D080BDP 
AC3D080BDP 
AC4D080BDP 
AC5D080BDP 
AC3DRO80BDP 
AC4DRO80BDP 
AC5DRO80BDP 
AC4DS080BDP 
AC5DS080BDP 
AC6DO90BDP 
AC7DCO90BDP 
AC6DRO9S0BDP 
AC6DSO90BDP 
AC3D080BDPGAL ** 
AC4D080BDPGAL** 
AC5D080BDPGAL** 
AC3DRO80BDPGAL** 
AC4DRO80BDPGAL “** 
ACS5DRO80BDPGAL** 
AC6D090BDPGAL** 
AC7DCOS0BDPGAL ** 
AC6DROS0BDPGAL** 
AC7DCROS0BDPGAL** 


.099 Plain Shank Coated 
.099 Plain Shank Coated 
.099 Plain Shank Coated 
.099 Plain Shank Coated 
.099 Plain Shank Coated 
.113 Plain Shank Coated 
.120 Plain Shank Coated 
.113 Plain Shank Coated 
.120 Plain Shank Coated 
.113 Plain Shank Coated 
.120 Plain Shank Coated 
.131 Plain Shank Coated 
.131 Plain Shank Coated 
.099 Galv. & Coated Pin. Shank 
.099 Galv. & Coated Pin. Shank 
.099 Galv. & Coated Pin. Shank 
.120 Galv. & Coated Pin. Shank 
.120 Galv. & Coated Pin. Shank 
.099 Galv. & Coated Ring Shank 
.099 Galv. & Coated Ring Shank 
.099 Galv. & Coated Ring Shank 
.099 Galv. & Coated Ring Shank 
.120 Galv. & Coated Screw Shank 
.120 Galv. & Coated Screw Shank 
.120 Ring Shank Coated 
.120 Screw Shank Coated 
.120 Screw Shank Coated 
.131 Hardened for Masonry 
.131 Hardened for Masonry 
.131 Hardened for Masonry 
.131 Hardened for Masonry 
.131 Hardened for Masonry 
.131 Hardened for Masonry 
.099 “High Carbon, Stiff Stock’’ * 
.099 “‘High Carbon, Stiff Stock’’ * 
.148 Shear Nail 
.131 Clinch-Point Truss Nail 
.131 Plain Shank Coated 
.131 Plain Shank Coated 
.120 Screw Shank Coated 


“ for green concrete and soft block only. 
(Not for aged concrete or block) 


.080 Plain Shank Coated 
.080 Plain Shank Coated 
.080 Plain Shank Coated 
.080 Plain Shank Coated 
.080 Ring Shank Coated 
.080 Ring Shank Coated 
.080 Ring Shank Coated 
.080 Screw Shank Coated 
.080 Screw Shank Coated 
.090 Plain Shank Coated 
.090 Plain Shank Coated 
.090 Ring Shank Coated 
.090 Screw Shank Coated 
.080 Plain Shank Galv. Coated 
.080 Plain Shank Galv. Coated 
.080 Plain Shank Galv. Coated 
.080 Ring Shank Galv. Coated 
.080 Ring Shank Galv. Coated 
.080 Ring Shank Galv. Coated 
.090 Plain Shank Galv. Coated 
.090 Plain Shank Galv. Coated 
.090 Ring Shank Galv. Coated 
.090 Ring Shank Galv. Coated 


QQZ325C and MIL-C81562, as referenced in many local and national building codes. 


Catalog 
Number Description Length 


4d 1-1/2”’ 
5d 1-3/4” 
6d 2” 

7d 2-1/4” 
8d 2-1/2” 
4d 1-1/2” 
8d 2-1/2” 
8d 2-1/2” 
10d 3” 
10d 3” 
12d 3-1/4” 
16d 3-1/2” 
20d 4” 

6d 2” 

7d 2-1/4” 
8d 2-1/2” 
10d 3” 
12d 3-1/4” 
5d 1-3/4” 
6d 2” 

7d 2-1/4” 
8d 2-1/2” 
10d 3” 
12d 3-1/4” 
10d 3” 
12d 3-1/4” 
20d 4” 

6d 2” 

7d 2-1/4” 
8d 2-1/2” 
9d 2-3/4” 
10d 3” 
12d 3-1/4” 
4d 1-1/2” 
7d 2-1/4” 
2-1/4” 
2-1/16" 
16d 3-1/2” 
20d 4” 
20d 4” 


2d 1” 
3d 1-1/4” 
4d 1-1/2” 
5d 1-3/4” 
3d 1-1/4” 
4d 1-1/2” 
5d 1-3/4” 
4d 1-1/2”’ 
5d 1-3/4” 
6d 2” 

7d 2-3/16” 
6d 2” 

6d 2” 

3d 1-1/4” 
4d 1-1/2” 
5d 1-3/4” 
3d 1-1/4” 
4d 1-1/2” 
5d 1-3/4” 
6d 2” 

7d 2-3/16” 
6d 2” 

7d 2-3/16” 


Qty. 
Per Box 


** These high quality galvanized nails are produced by the exclusive Bostitch GALV-A-TECH III® process, and meet or exceed federal specifications FF-N-105B, 


caer nnn Sse 


STAPLES AND NAILS FOR PNEUMATIC TOOLS 


Page 6 


For Catalog Qty. 
Use in Number Description Length Per Box 


) 


) 
) 
) 
) 
) 
) 


$34-90B .134 dia. plain shank (Bright) 
$34-100B .134 dia. plain shank (Bright 
$38-100B .150 dia. plain shank (Bright 
$42-110B .165 dia. plain shank (Bright 
$38-115B .150 dia. plain shank (Bright 
$42-120B .165 dia. plain shank (Bright 
KN85PP-1 $38-130B .150 dia. plain shank (Bright 
$42-130B .165 dia. plain shank (Bright 
$32S-90B .128 dia. screw shank 
$32S-100B .128 dia. screw shank 
$34S-115B .134 dia. screw shank 
S34R-90B .134 dia. ring shank 
$34R-100B .134 dia. ring shank 
S34R-115B .134 dia. ring shank 
BT483XH 
BT461XH Extra Hard 
BT488XH .097 dia. diamond point 
BT490XH 
BT493XH 
BT471XH 
Mill 812- BT484GXHe Galvanized 
CNCT BT496GXHe Galvanized 
BT461H 
BT495He 
BT499H (Stiff Stock) 
BT424H .097 dia. diamond point 
BT481H T-nails 
15-gauge 
— BCS1512 1/2’’ crown 
BCS1516 chisel point 
galvanized coated staples 
N12B-1 uses CR2DCGAL 
all sizes CR2DGAL STANDARD 
N12-1 & CR3DGAL galvanized 
N12B-40 use CR4DGAL roofing nails 
1-1/4” - 1-3/4’ CR5DGAL 


9-1/2" 
4” 
4” 
4-5/16" 
4-1/2” 
4-3/4" 
5-1/8" 
5-1/8" 
3-1/2” 
4” 
4-1/2” 
3-1/2" 
4” 
4-1/2” 


9/16” 
5/8” 
3/4” 
1-1/8” 
1-3/8” 
1-1/2” 
9/16” 
7/8” 


11/2" 
o” 


1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 
1.25M 


5-2M 
5-2M 
5-2M 
10M 
10M 
10M 
5-2M 
5-2M 


5-2M 
5-2M 
10M 
10M 
10M 


10.3M 
7.7M 


7.2M 
7.2M 
7.2M 
7.2M 
7.2M 


¢ Steel finish nails are made from galvanized wire and not treated after nails are manufactured. As such, we do not guarantee or warranty product against corrosion 


for any specified time. 
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STAPLES AND NAILS FOR PNEUMATIC TOOLS 


For Catalog 
Use in Number 


S6D-2M 
S8D 
S8DB-2M 
S8DC-2M 
$10D 
$12D 
$16D131 
N16 & $20D131 
N80S-1 use S6DGAL-2M * * 
6d - 16d S6DB105GAL* * 
S8DGAL* * 
S10DGAL* * 
N70S uses $12DGAL* * 
S6D - S10D $16D131GAL* * 
S$16DS131GAL * * 
$20D131GAL* * 
N70SB uses S20DSGAL* * 
S6D - S10D S6DR105-2M 
(.099 - .120 S8DR 
shank) S8DR105-2M 
S6DH 
S7DH 
N100S uses S8DH 
6d - 20d S9DH 


S10DH 
S12DH 
S8DSS 
S10DSS 
$12DSS 
S16DSS 
S16DSSS 


T31-2CTSBNK, SBNK4023 1/4-10M 


T31-2SBNK, SBNK4023 5/16-10M 
T26A-7, SBNK4023 3/8-10M 
T26A-20 SBNK4023 1/2-10M 

and SBNK4023 9/16-10M 
TU20-7 SBNK4023 3/4L FF 
SBNK4023 7/8L $F 
SX5035 3/4G 
T28-5 SX5035 7/8G 
and SX5035 1G 
T35-15 SX5035 1-1/8G 
$X5035 1-3/16G 
SJ5035 1/2G 
128-1 SJ5035 5/8G 
S$J5035 3/4G 
SJ5035 7/8G 
BT1300B (Brown) 
BT1300LB (Beige) 
BT1303B (Brown) 
T29-30 BT1303LB (Beige) 
and BT1309B (Brown) 
T31-1 BT1309LB (Beige) 


BT1314B (Brown) * 
BT1314LB (Beige) * 
*(T29-30 ONLY) 


** These high quality galvanized nails are produced by the exclusive BOSTITCH GALV-A-TECH III® process, and meet or exceed federal specifica- 
tions FF-N-105B, QQZ325C and MIL-C-81562, as referenced in many local and national building codes. 


¢¢ 1T31-2SBNK and T31-2CTSBNK only. 


Plain shank coated 
Plain shank coated 
Plain shank coated 
Plain shank coated 
Plain shank coated 
Plain shank coated 
Plain shank coated 
Plain shank coated 
Galvanized plain shank 
Galvanized plain shank 
Galvanized plain shank 
Galvanized plain shank 
Galvanized plain shank 
Galvanized plain shank 
Galvanized ring shank 
Galvanized plain shank 
Galvanized screw shank 
Ring shank coated 
Ring shank coated 
Ring shank coated 
Plain shank hardened 
Plain shank hardened 
Plain shank hardened 
Plain shank hardened 
Plain shank hardened 
Plain shank hardened 
Stainless steel plain shank 
Stainless steel plain shank 
Stainless steel plain shank 
Stainless steel plain shank 
Stainless steel screw shank 


1/2”’ crown 
.040”’ x .023”’ 
chisel point 
galvanized staples 
20 boxes per case 


5/32”’ crown 
050" x .035" 
chisel point 
galvanized coated staples 
10 boxes per case 


7/64’’ crown 
050" x 035” 
chisel point 
galvanized coated staples 
10 boxes per case 


19-gauge 


galvanized brads 
10 boxes per case 


6d 2” 

8d 2-1/2” 
8d 2-1/2”’ 
8d 2-1/2” 
10d 3” 
12d 3-1/4” 
16d 3-1/2” 
20d 4” 

6d 2” 

6d 2” 

8d 2-1/2” 
10d 3” 
12d 3-1/4” 
16d 3-1/2” 
16d 3-1/2” 
20d 4” 
20d 4” 

6d 2” 

8d 2-1/2”’ 
8d 2-1/2” 
6d 2” 

7d 2-1/4” 
8d 2-1/2” 
9d 2-3/4” 
10d 3” 
12d 3-1/4” 
8d 2-1/2”’ 
10d 3” 
12d 3-1/4” 
16d 3-1/2”’ 
16d 3-1/2” 


1/4” 
5/16” 
3/8” 
1/2” 
9/16” 
3/4” 
7/8” 


3/4” 
7/8” 

i 
1-1/8” 
1-3/16" 


5/8” 
5/8” 
3/4” 
3/4” 

4s 

1” 
1-3/16" 
1-3/16" 


Qty. 


Per Box 


2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
4.2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 
2M 


10M 
10M 
10M 


10M 


10M 
5M 
5M 


5M 
5M 
5M 
3M 
3M 


5M 
5M 
5M 
5M 


3M 
3M 
3M 
3M 
3M 
3M 
3M 
3M 
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STAPLES AND NAILS FOR PNEUMATIC TOOLS 


For 
Use in 


T40S2-CT 


T35-32 
and 
T35-8 


T35-40 
and 
T36-35 


T36-1 
and 
T36-50 


T36-15 
and 
T36-16 


N60FN 


N50FN 


ASN-1 


(Screws) 


+ Must Use Accessory wearplate T36238 
e Steel finish nails are made from galvanized wire and not treated after nails are manufactured. As such, we do not guarantee or warranty product against corrosion 


BCS1097 
BCS1098 
BCS1099 
BCS1101 
BCS1102 


BT1209C 
BT1216C 
BT1222C 
BT1228C 


BCS1103 
BCS1104 
BCS1105 
BCS1106 
BCS1107 
BCS1108 
BCS1109 
BCS1110 
BCS1111 
BCS1112 


BT540B 
BT541B 
BT543B 
BT544B 
BT545Ge 
BT546Ge 
BT524Get 


FN1520¢ 
FN1524e 
FN1528¢ 
FN1532¢ 
FN1536¢ 
FN1540¢ 


FN1616¢ 
FN1620¢ 
FN1624e 
FN1628¢ 
FN1632¢ 


LPF7020 
LP7026 
LP7032 
LP7035 
LP7038 
LPF7038 
BHF 7034 
BHF 7037 


for any specified time. 


16-gauge 
1”’ crown 
chisel point 
galvanized coated staples 


16-gauge 
chisel point 
galvanized coated brads 


16-gauge 
1/2’’ crown 
chisel point 
galvanized coated staples 


Finish nails 
Finish nails 
Finish nails 
Finish nails 
Galvanized finish nails 
Galvanized finish nails 
Galvanized finish nails 


Steel, 15-gauge 
Steel, 15-gauge 
Steel, 15-gauge 
Steel, 15-gauge 
Steel, 15-gauge 
Steel, 15-gauge 
(4 boxes per case) 


Steel, 16-gauge 
Steel, 16-gauge 
Steel, 16-gauge 
Steel, 16-gauge 
Steel, 16-gauge 
(4 boxes per case) 


Low profile, full thread 
Low profile head 
Low profile head 
Low profile head 
Low profile head 

Low profile, full thread 

Bugle head, full thread 

Bugle head, full thread 


** 6 Boxes Per Case *** 4 Boxes Per Case 


Catalog 
Number Description Length 


: 
1-1/4” 
1-1/2” 
1-3/4” 


3/4” 
7/8” 
1." 
1-1/8" 
1-1/4” 
1-3/8” 
1-18" 
1-5/8" 
1-3/4” 
3 


3d 1-1/4” 
4d 1-1/2” 
5d 1-3/4” 
6d 2” 

4d 1-1/2” 
6d 2” 

8d 2-1/2” 


1-1/4” 
1-1/2" 
1-3/4” 
ot 

2-1/4” 
2-4/2" 


oe 
1-1/4” 
1-1/2" 
1-3/4” 
a” 


3/4” 
” 

1-1/4” 
1-3/8” 
1-112” 
1-1/2” 
1-3/8” 
1-1/2” 
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Qty. 
Per Box 


12.8M 
11.2M 
9.6M 
8M 
6.4M 


**5M 
**5M 
***5M 
2 SSM 


24M 
21M 
18M 
16.5M 
15M 
13.5M 
12M 
12M 
10.5M 
9M 


4-2.5M 
4-2.5M 
4-2.5M 
4-2.5M 
4-2.5M 
4-2.5M 
10M 


3.6M 
3.6M 
3.6M 
3.6M 
3.6M 
3.6M 


5M 
5M 
5M 
5M 
5M 


4M 
4M 
4M 
4M 
4M 
4M 
4M 
4M 
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AIR TOOL ACCESSORIES 


DIAL A DEPTH™ 


Fastener Control Kits 
For precise control of nail 
penetration. 


SPARE PARTS KITS 


Me 


CONVERSION KITS 


yew 


STEEL AIR TOOL 
CARRYING CASES 


AIR TOOL MAINTENANCE 


KITS (carded) 


“osm 


SCALA AS SAS 


© NIGORK 


O-Ring Kit for N18 Nailer | 


SAD HOE UNE Hexity A. TOAD youl Row 
Weererel Soe sretwguices 


AIR TOOL 
MAINTENANCE KIT 


nena etree nn ete ORANG we 


O-RING 
KITS 


BUMPER 
KITS 


N12K2 


N55CK1 
N80CK2 


MIlIK3 
N12K1 
N16K7 
T28K8 
T29K2 
T35K15 
T36K8 


N12K3 


TU20K4 
N60K1 


N12K5 


T36K12 


T36K14 


N12K4 
N80CK1 


N50FNK3 


TB40 
TB60 


N12ORK 
N16ORK 
T29ORK 
T35ORK 
T36ORK 
N70/N80ORK 


T40/N50/N600RK 


N550ORK 


N12BK 
N16BK 
T29BK 
T35NBK 
T35WBK 
T35BBK 
T36BK 
N70/N80BK 
T40/N50/N60BK 
T40WBK 
N55BK 


Description 


For N12 roofing nailer. 
For N55C Coil Nailer. 
For N80C coil nailer. 


Each spare parts kit contains common preventative maintenance and repair parts for popular Bostitch 
pneumatic nailers or staplers. Hex wrenches and tube of lubricating grease also included. 


For all Mill models. 

For N12 roofing nailers. 

For all N16 nailers. 

For T28 narrow-crown staplers. 
For 129 brad tools. 

For T35, 1’’ crown staples. 
For T36 staplers and nailers. 


Conversion kit to allow N12-1 to use 7/8”’ & 


1”’ nails. 


Modifies TU20-7 for outward clinching. 


Converts N80S, N80C, N70S, N70C, N55C, 
N50C & T40 to sequential trip operation. 


Converts all N12 models to sequential trip 


operation. 


Converts T36 staplers to sequential trip 


operation. 


Converts T36 finish nailers to sequential 


trip operation. 


For N12 roofing nailer, vinyl siding adaptor. 
Smooth-faced contact trip arm for wood 


siding use, etc. 


Converts N50FN and N60FN to trigger 


operation. 


For T40 Series Staplers. 
For N50/N60 Finish Nailer. 


All air tool repair kits enable the users to recondition these tools at minimum cost and with little “‘down- 
time’’. Simple instructions show how o-rings, seals and bumpers can be replaced making a tool in 
otherwise good condition ‘‘like new’’. Special lubricant is provided with every o-ring kit. 


For N12 nailers 


For all N16 nailers 

For T29 brad nailers 

For all T35 staplers 

For all T36 staplers 

For all N70 & N80 nailers 
For T40, N50 & N60 tools 


For N55 nailers 


For N12 nailers 


For all N16 nailers 

For 129 brad nailers 

For T35 narrow crown stapler 

For T35 wide crown stapler 

For T35 brad tacker 

For all T36 staplers 

For all N70 & N80 nailers 

For T40 (except T40S2), N50 & N60 tools 
For T40S2 staplers 


For N55 nailers 
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ye 


CwWC175 CWC150 


CWK5GA-8P ‘ 


. > 
| 


CWK15A-8P CwC100 


AIR TOOL ACCESSORIES (cont’d) 


G Model 
Number Description and Capacity 
AIR COMPRESSORS — Premium, Oilless 


4.0 CFM @ 100 p.s.i.; 6.0 CFM @ 50 p.s.i. Pressure switch stop/starts between 100 & 125 
p.s.i. 115 VAC, 12 amp max. current draw. Weighs only 85 Ibs. 


CWT-30 3/4 h.p. electric | Portable, oilless electric compressor. 4-1/2 gallon tank. Output 1.95 CFM @ 100 p.s.i.; 
) 2.6 CFM @ 50 p.s.i. Automatic pressure switch starts/stops compressor between 95-125 
| p.s.i. 115 v operation. Weight: 50 Ibs. 
; CWT-60 || 1 h.p. electric Portable, 2 cylinder oilless electric compressor. Two 3-1/2 gallon tanks (7 gal. total). Output 


AIR COMPRESSORS — Heavy-Duty, Conventionally Lubricated 


) CWK15A-8P 1-1/2 h.p. electric | Heavy-duty electric compressor. Two 4-gallon tanks. Automatic pressure switch with 
| unloader. Belt guard. 115 or 230 volt operation. Weight: 170 Ibs. Output 6.2 CFM @ 100 
; © p.s.i.; 6.4 CFM @ 80 p.s.i. 
CWK5GA-8P 5 h.p. gasoline | Heavy-duty gasoline compressor with Briggs & Stratton engine. Two 4-gallon tanks. Output 
| 8.5 CFM @ 100 p.s.i.; 8.9 CFM @ 80 p.s.i. Constant speed with throttle control. Belt guard. 
; Weight: 165 Ibs. 
CWK5HGA-8P as above Features as above, but has Honda OHV engine. 
CWC100 1 h.p. electric Portable, single cylinder, conventionally-lubricated electric compressor. 4-gallon tank capaci- 
ty. Output 2.8 CFM @ 100 p.s.i. Pressure switch starts/stops compressor between 100 - 
120 p.s.i. 115 volt operation. Weight 46 Ibs. 
CWC150 1-1/2 h.p. electric | Portable, single cylinder, conventionally-lubricated electric compressor. Two 4-1/2 gallon 


tanks (9 gallons total), wheelbarrow design. Output 4.76 CFM @ 100 p.s.i. Automatic 
pressure switch starts/stops compressor between 100 - 125 p.s.i. 115 volt operation. Weight 
112 Ibs. 


1-3/4 h.p. electric | Portable, two cylinder, conventionally-lubricated electric compressor. Two 4-1/2 gallon tanks 
(9 gallons total), wheelbarrow design. Output 5.3 CFM @ 100 p.s.i. Automatic pressure 
switch starts/stops compressor between 100 - 120 p.s.i. 115 volt, 19 Amp. Weight 132 Ibs. 


| 


) 

) CWT250 1-1/2 h.p. electric | Heavy-duty electric compressor. Two 3-1/2 gallon tanks. Automatic pressure switch with 

) unloaded start-stop operation. 115 or 230V operation. Two-cylinder, belt driven aluminum 
pump. Weighs only 117 Ibs. Output 6.0 CFM @ 100 p.s.i. Conventional lubrication. 

@ CWT255 5 h.p. gasoline Heavy-duty compressor powered by Briggs & Stratton IC heavy duty gasoline engine. Two 
3-1/2 gallon tanks. Constant run with throttle control. Two cylinder belt-driven aluminum 
pump. Weighs only 118 Ibs. Output 6.0 CFM @ 100 p.s.i. Conventional lubrication. 

CWT255H as above Features as above, but has Honda OHV engine. 


AIR LINE KITS 


| © Airline K1 N/A Everything needed to hook up any size air stapler or nailer to compressor. Includes 100’ 
heavy-duty 2-ply braided hose with all fittings plus precision air regulator, filter and pressure 
gauge. 

Airline K2 N/A Add-on to Airline K1 with tee, connectors and two 25-feet long light series hoses to connect 
two small or medium sized tools to one compressor. 


PIPE 
ATOR ITTIN 
CONNECTOR CONNECTOR REGU. ETT TIS 
HOSES p SOCKETS AND FILTER AND 
ahaa GAUGE HOSE ENDS LUBRICANT 
AIR TOOL ACCESSORIES (cont’d) 
Catalog 
Item Number Description 
BC590A Heavy-duty air line hose assembly, including 50 feet of 3/8’’ nominal |.D., 2-ply 
braided hose with connector socket and plug. 
HOSES BC590C Utility air line hose, 50’of 3/8”’ |.D., 2-ply braided hose with solid brass MPT fittings. 


851463 


CONNECTOR 


86546K 
851683K 
851461K 


86504 
& GAUGE 


FILTER 
LUBRICATOR 
PIPE FITTINGS 

& 


REGULATOR 


86550K 
HOSE 
SPLICERS 
TIRE 


AIR BLOW GUN 
& LUBRICANT 


Heavy-duty air line hose assembly including 25 feet of 1/4’’ nominal I.D. Light- 
weight series hose with connector socket and plug to match Light Series fittings. 


Connector Plug, Light Series, 1/4’’ MPT for N12, T26, T28, T29 and T35. (Carded) 
Connector Plug 3/8’ MPT for N16, N8, N6, CN65, N5, T36, Mill, Mil. (Carded) 
Connector Plug 1/4’’ MPT for T35, T29, T28, N12, N55, N60, N70, N80, ASN-1. 


(Carded) 

Connector Plug 3/8’’ FPT. (Carded) 

Connector Plug, Light Series 1/4’’ FPT. (Carded) 
Connector Socket, Light Series airline; 3/8’ MPT. (Carded) 
Connector Socket 1/4’’ MPT. (Carded) 


Connector Socket 3/8’’ MPT. (Carded) 
Connector Socket, 3/8’’ FPT. (Carded) 
Connector Socket, Light Series 1/4’’ FPT. (Carded) 


Regulator and gauge 3/8’ NPT 


Filter 3/8’ NPT. 


Lubricator. Companion to regulator 86504 and filter 86503. 3/8’’ NPT 


Close Nipple 3/8’’ NPT. (Carded) 

Tee, 3/8’’ FPT. (Carded) 

Reusable Nipple, 3/8’’ MPT for 3/8” I.D. Hose. (Carded) 
Hose splicer, 1/4’ |.D. Hose. (Carded) 

Hose splicer, 3/8’ |.D. Hose. (Carded) 


Heavy-duty hose splicer, 3/8’’ |.D. Hose. 
Tire Inflator 1/4’ FPT. (Carded) 


Trigger operated; for cleaning & dusting. 1/4’’ MPT. (Carded) 
One quart special oil for pneumatic tools. 

One pint special oil for pneumatic tools. 

One pint special ‘‘Winter Formula’”’ oil for pneumatic tools. 

4 oz. special oil for pneumatic tools. 


4 oz. tube o-ring lubricant. 


H30-8 
H30-6 


HAND STAPLING HAMMERS AND TACKERS 


Tool Model 


T15C 
T15 
ET5-8 
T5-8D4 
T5-80C1 
T5-80C2 
T5-8W 
T5-8GL 
T5K1 
T5-6 
T5-60C2 
T10 


op 


T11K1 


H30-6 


H30-8 


H2B 
H2B 1/2 


H4 


H6B 


Description 


Heavy duty tacker (chrome finish) 

Heavy duty tacker (harvest gold) 

Electric tacker 

Professional model tacker 

Professional model tacker for outward-clinch stapling. (standard tight curl) 
Professional model tacker for outward-clinch stapling. (open curl for 9/16’ staples) 
T5 Tacker with wire guide. 

T5 Tacker with special nose for installing flange ceiling tile on gypsum board. 
Tacker in plastic carry case with 3M staples. 

Heavy duty tacker 

Heavy duty tacker for outward-clinch stapling. 

Light-duty tacker 


All metal light duty tacker 
All metal light duty tacker in plexi carry case with 600 staples. 


Stapling hammer 
Stapling hammer 


Heavy duty stapling hammer 
Heavy duty stapling hammer 


Heavy duty stapling hammer 


Heavy duty stapling hammer 
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Fasteners 
Used 


STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR5019 
STCR2619 
STCR2619 


SP6DK, SP8DK 


or SP10DK 


SP6DK or SP8DK 
SP6DK or SP8DK 


STCR2619 
STCR5019 


SHCR5019 
SH5019 


SB7050, 
1/2’ crown 


$S6555, 
1”’ crown 
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HAND STAPLING HAMMER AND TACKER STAPLES 


Machine 
in which 
used 


All models 
T15, ET5-8 & T5-8 


use all sizes 


H30-8 uses 1/4’’ & 3/8”’ 


T10, T11K1 
and T11 


Machine 
in which 
used 


All models 
T15, ET5-8 & T5-8 


use all sizes 


H30-8 uses 1/4’’ & 3/8” 


T5-6 uses all sizes. 


H30-6 uses 
1/4”- 3/8” 


H2B 


H2B 1/2 


H4 


H6B 


H5 


Staples Boxes Shelf 
Staples per per Packs 
Box Shelf Pack per Case 


STCR5019-1M POWER CROWN Staples packed 1000 per box, 5 boxes per shelf pack, 20 shelf packs per case! 


STCR5019 1/4-1M 
STCR5019 3/8-1M 


STCR5019 1/2-1M 
STCR5019 9/16-1M 


SP6DK 1/4 1M 12 6 
SP8DK 5/16 1M 12 6 
SP10DK 3/8 (T10 only) 1M 12 6 S 


Staples Boxes 
Staples per per 
Box Case 


STCR5019 staples are bulk-packed 5000 per box, 20 boxes per case. 


STCR5019 1/4’ 20 
STCR5019 3/8” 20 
STCR5019 1/2” 20 
STCR5019 9/16” 20 


STCR2619 5/32” 20 
STCR2619 3/16” 20 © 
STCR2619 1/4’ 40 

STCR2619 5/16” 20 
STCR2619 3/8”’ 20 
STCR2619 1/2”’ 20 


SHCR5019 1/4” 20 
SHCR5019 1/4”,HCL 20 
SHCR5019 3/8” 20 
SHCR5019 3/8" 1M 100 
SHCR5019 3/8” HCL 20 


SH5019 3/8” 
SH5019 1/2” 
SH5019 1/2”HCL 


SB7050 3/4’’G 


SPS25 3/16”HC 


SPS25 1/4” HC 
SPS25 5/16’’HC 


20 
20 


““G”’ indicates Gummed coated staples. 


‘“‘HC”’ indicates High carbon staples. 


“HCL”’ indicates High carbon, liquor finish staples. 
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POWDER-ACTUATED TOOL 


Catalog 
Number Description 


BOSS-300 Low Velocity. 
Professional quality. .22 Caliber (Type A Load) 3’’ Max. 
Fastener Length. Drives .300’’ and 5/16’’ headed and 1/4” 


threaded Bostitch fasteners. Lightweight, yet rugged and 
powerful. With compartmented tool box to neatly hold 
various pins and loads. 


Hammer Drive Tool BOSS-60 Professional Quality. Drives .300’’ Headed Pins 
with Plastic Flute (PF2500 series) 


POWER LOADS t 


Catalog Color Power 
Number Code Level Case 


For Bostitch Low Velocity Tools Type A Stepped-Crimped 


PLA2012 Gray 

PLA2022 Brown 
PLA2032 Green 
PLA2042 Yellow 


Description 


.22 Caliber, Brass 
.22 Caliber, Brass 
.22 Caliber, Brass 
.22 Caliber, Brass 


For Hilti DX350 (10 shots per strip — 10 strips per box) 


PLM2037 Green .27 Caliber, Brass 


CESSRARS AO PLM2047 Yellow i27 Caliber, Brass 
PLM2057 Red .27 Caliber, Brass 
PLM2067 Purple .27 Caliber, Brass 


FASTENERS FOR BOSTITCH LOW VELOCITY POWDER-ACTUATED TOOLS" 


Catalog 
Number 


Fastener 
Description 


.300’’ Head Plastic Fluted 


PF2500K+t 

PF2500 

PF2501 

PF2502 a 
PF2503 1-1/4” 
PF2504 1-1/2” 
PF2505 2” 
PF2506 2-1/2” 
PF2507 3” 


PF9020 1-1/4” 
Angle Assembly 


.300’’ Head Plastic Fluted, 3/4’’ Steel Washer 


PFW2503 


1-1/4” 


& PFW2504 1-1/2” 
=— PFW2505 9” 
PFW2506 2-1/2” 


PFW2507 3” 


Catalog Pieces 
Number Per Box 


PF9007 
PF9007A 
PF9017 


N753004 1 
N753005 1 


* Also Fits Many Recent Model Competitive Tools Using Fasteners With +t Note: Power loads may only be shipped by UPS, rail freight, air express or truck. 
.300”” Head Diameter: ITT (Omark) 721, 821, 823; Ramset 416011. They cannot be shipped by mail, air freight or bus. 


+ Knurled Shank for Use in Steel 


ACCESSORIES 


Description 
Discs Zinc Plated Steel 
7/8”’ Disc - Solid 


7/8”’ Disc - Perforated 
2”’ Disc - 16 Ga. 


Other Accessories 


CRC-336 Spray Lube 6 oz. 
CRC-336 Spray Lube 16 oz. 


ARIZONA 
Phoenix 


CALIFORNIA 
Fullerton* 
Visalia* 
COLORADO 


Denver* 


FLORIDA 
Ft. Lauderdale* 
Tampa* 


GEORGIA 
Atlanta* 


HAWAII 
Honolulu * 


ILLINOIS 
Skokie 


INDIANA 
Indianapolis * 


KANSAS 
Kansas City 


*Denotes Warehousing Locations 


BOSTITCH SERVICE LOCATIONS & WAREHOUSES 


602-257-8130 


714-773-5591 
209-651-4011 


303-373-4873 


305-979-5710 
813-621-4791 


404-458-2324 


808-836-4568 


312-470-8400 


317-353-2171 


913-894-9555 


PL1819 11/88 Litho in U.S.A. 


KENTUCKY 
Somerset 


LOUISIANA 
New Orleans 


MASSACHUSETTS 
Woburn 


MICHIGAN 
Detroit 
Grand Rapids 


MINNESOTA 
Minneapolis 


MISSOURI 
St. Louis 


NEW JERSEY 
Pine Brook 


NEW YORK 
Syracuse 


NORTH CAROLINA 
Charlotte 
High Point 


606-679-6842 


504-733-2451 


617-933-1128 


313-477-1200 
616-452-1435 


612-835-2440 


314-567-6120 


201-773-5113 


315-437-1021 


704-376-4402 
919-887-4055 


Stanley-Bostitch, Inc., East Greenwich, R.!. 02818 


OHIO 
Cleveland 
Cincinnati 


PENNSYLVANIA 
Philadelphia 


PUERTO RICO* 


RHODE ISLAND 
East Greenwich* 


TENNESSEE 
Memphis 


TEXAS 
Dallas* 
Houston 


UTAH 
Salt Lake City 


VIRGINIA 
Richmond 


WASHINGTON 
Seattle 


its BOSTITCH 


A Subsidiary of The Stanley Works 


216-433-1060 
513-825-7771 


215-643-6200 


809-781-6216 


401-885-0700 


901-365-7200 


214-620-8770 
713-240-3697 


801-975-9280 


804-222-3105 


206-575-0655 


